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1 Other configurations available upon request

Video Wall Configurations 1 3x1, 4x1, 2x2, 2x3, 3x3; Portrait and Landscape Orientations

Operating Systems Multi-Touch for Windows® 7/8; Support for Apple® OSX Intel and Linux® systems (SDK)

Touch Method Finger, gloved hand or other pointer; stylus minimum 6mm. Object shape recognition (e.g., palm, fist) 

Touch Activation Force No pressure required

Report Resolution 32768 x 32768

Touch Type 32+ Point Simultaneous Touch Multi-Touch Advanced IR

Palm Rejection Advanced Palm Rejection

Touch Surface Impact Resistant Glass

Positional Accuracy +/- 1.5mm

Scanning Response 200 fps

Response Time 7-16ms, 12ms Average

Touch Interface Via USB Touch Interface Cable 1.8m (5.89’); additional 5m (16.4’”) USB extension included; USB 2.0 Type A, HID 
Compliant.  Factory approved 20m Active USB extender or 100m Cat 5e extenders optional. 2

Mechanical Frame Construction Sturdy Aluminum Enclosure

Color Black Powder Coat; Custom Color Options Available

Power Requirements 5 V / 4 A Adapter (supplied) 

Input Voltage 110/220V

Safety and EMI CE/ FCC

ESD (Electro-Static Discharge) Contact +/- 4K; Air +/- 8K IEC61000-4-2-2001

Light Conditions 220V, 150W Halogen Light 1.2m, 220V 300W Halogen Light 1.7m, 220V, 500W Halogen Light 2.4m

Operating Environment Operating Temperature 00 C to 550 C, Operating Humidity 10% - 90% RH, non-condensing

Storage  Environment Storage Temperature -250 C to 850 C, Operating Humidity 10% - 90% RH, non-condensing

2 List of approved Active or Cat 5e extenders available
  upon request


